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March 4th, 2015 
 
Kristin D. Connelly 
City of Milwaukee 
Dept. of City Planning 
809 N. Broadway, 2nd Floor 
Milwaukee, WI  53202 
 
RE:   Proposed Popeye’s Louisiana Kitchen 

Application for Development Incentive Zone (DIZ) Overlay District 
 Northwest Corner of South 27th Street and West Loomis Road 
 
Dear Kristin D. Connelly: 
 
Please find our enclosed submittal for the proposed Popeye’s restaurant located at 27th and 
Loomis.  We are excited to bring this new development project to the DIZ Overlay district, and 
feel that the project is consistent with the overlay standards.  Per the DIZ standards the 
Popeye’s Louisiana Kitchen is a permitted use, per item I. 40. “Type B (sit-down) restaurants 
 
The following items are consistent with Design Principles and Performance Standards: 
 
SITE DESIGN/LOT REQUIREMENTS 
 

A. Height Limitation - The maximum height of the building is 19’-4”, which meets the DIZ 
standard of 50’. 

B. Building Placement - The proposed building is located approximately 25’ from the public 
right-of-way, which meets the DIZ standard of 25’. 
 

C. Parking, Circulation and Access 

 The parking ratio provided is 6/1000sf which meets the DIZ minimum 
requirement of 3/1000sf. 

 All parking spaces will be lighted for security.  (meets DIZ standard) 

 Parking is shared between neighboring retail facilities. (meets DIZ standard) 

 Pedestrian connection is provided to building entrance (meets DIZ standard) 

 All parking areas and drive aisles are curbed with landscaping (meets DIZ 
standard) 
 

D. Landscaping, open space and site improvements 

 Landscaping meets City of Milwaukee code 295-75.  (meets DIZ standard) 

 4 trees are provided for 15 total spaces, which meets the DIZ minimum standard 
of one parking tree is provided per 30 spaces. 
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 Existing ornamental fence with brick columns shall remain (meets DIZ standard) 

 Dumpster enclosure is screened (meets DIZ standard) 
 
 
 
 

E. Signage 

 Proposed monument sign is 15 feet in height and 49 square feet of area, which 
meets the DIZ maximum standard “One monument sign shall be provided and 
will not exceed 20 feet in height or 200 sf. Area” 

 
F. Lighting 

 Existing lighting for Loomis center will be maintained for the proposed 
development (meets DIZ standard) 

 
G. Hours of Operation 

 The restaurant will be open from 8am to 10pm (meets DIZ standard hours of 
operation between 6am and midnight) 

 
BUILDING DESIGN 
 

A. Massing  

 The façade of the building is articulated with raised parapets that ungulate on all 
four side of the structure to emphasize the front facade, entrances and drive-
thru.  All entrances are highlighted with standing seam metal canopies. 

 The building placement helps define the boundary of the larger property providing a 
screening element to the large parking field while maintaining views to the larger 
anchor tenant.  By placing the building closer to the street we are creating a more 
urban/ pedestrian feel to the streetscape. 

 
B. Facades  

 The front façade will draw attention from the street due to its juxtaposition to the 
street axis.  Furthermore it has a taller parapet and projects out toward the street 
from the core of the building. 

 The entrances are marked with metal canopies and are located in direct visual 
contact with the parking field. 

 The east façade is articulated with varied height parapets, vision glass, a metal 
canopy, balcony and shutters. 

 As indicated in item 3 the building is articulated with window, shutters, canopies 
and a balcony as well as varying height parapets, all of which help relate the building 
to human scale. 

 Gooseneck lighting is provided around the public sides of the building to wash the 
building in light during the evening and night hours.  Security lighting is provided as 
well.  The decorative lighting is consist with the styling of the building 
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C. Materials 

 The façades visible from the public street and interior drive aisle for the center are 
articulated with a stone wainscot, EIFS, metal canopy/ balcony and shutters. 

 The materials the makeup the exterior are stone, EIFS, metal storefront & glass, 
metal canopies, balcony and shutters. 
 
 
 

 The EIFS on this building exceeds 35% however based on the articulation of the 
façade we believe it will meets the spirit of the performance standards. 

 Rooftop equipment will  be screen in materials compatible with the building 

 All glazing is vision glass. 

 Sample will be provided upon request 
 
 

If you need additional information, please let me know. 
 
Sincerely, 
 
Woolpert, Inc. 
 
 
Tim Reber, PE 
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