
 

Former Finney Library ‐‐ 4243 West North Avenue 
Minimum Rehabilitation Requirements 

 
 
These requirements may be adapted by staff of the Department of City Development (“DCD”) in consultation with the 
Historic Preservation Commission (“HPC”) based on the proposed use.  A Certificate of Appropriateness for all exterior 
work must be issued by HPC prior to closing.  
 
1. Renovate existing structure for commercial use consistent with the character of the building.   

a. Tuck point the masonry as necessary; match the existing jointing in style, color and hardness (Note:  Mortar that is 
too hard will fail). 

b. Install new doors and windows as needed  in original openings using clear plate‐glass with an anodized aluminum 
frame and doors that are paneled and appropriate to the design of the building. 

c. No new openings are permitted in areas not traditionally occupied with windows or doors except upon approval by 
DCD and HPC. 

d. Closing any existing openings is discouraged; If an opening must be closed, match the brick and mortar in style and 
color. 

e. Cleaning the brick/stone façade is not required.  If cleaned, must be power washed or chemically cleaned with the 
mildest method possible. 

f. Sandblasting or other abrasive blasting methods in style and color that employ glass beads, baking soda, or ground 
–up shells are prohibited. 

g. Correct any foundation and structural defects. 
h. Reappoint any chimneys or repair vents used to exhaust the heating system.  
i. Incorporate “green”/energy saving features in the rehabilitation. 

2. Remove existing chain‐link fence by the parking lot and replace with ornamental fencing.  Add attractive landscaping. 
3. Provide all parking on site; repair or replace existing paving as necessary.  
4. Repair stone wall adjacent the front entrance. 
5. Add an outdoor element or community space. 
 
Additions 
A building addition may be acceptable if compatible with existing building in terms of massing, scale, details, windows and 
exterior cladding materials.  Rooftop additions are discouraged. 
 
Signage  
The  installation  of  any  permanent  exterior  sign  other  than  those  now  in  existence  shall  require  the  approval  of HPC.  
Approval will  be  based  on  the  compatibility  of  the  proposed  sign with  the  historic  and  architectural  character  of  the 
building. 
 
HPC’s publication ‐ ”Good for Business” ‐ has many great suggestions for proper storefront restoration.  Please refer to 
Chapter 4, “Planning a Storefront Rehabilitation.”  The book also provides many illustrations for proper storefront 
restoration.  
 
 


