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Source: USGS Milwaukee, Wisconsin (1958, revised 1971) 7.5-minute series 

(topographic) quadrangle map 
 
Scale: 1:24,000 
Contour Interval: 10 Feet 
 
 
 
FIGURE 1 
SITE LOCATION MAP 
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TABLE 3
UST CLOSURE ASSESSMENT SOIL ANALYTICAL RESULTS

2307-09 North 6th Street
Milwaukee, Wisconsin
Project No. 1E-0709012

Analyte
Sample Location

T-1 T-2 T-3 T-4 T-5 T-6 T-7 T-8 T-9 T-10 T-11 T-12 NR 746.06 NR 746.06 

Sample Depth (feet) 10 10 10 10 10 10 10 10 10 10 10 10 Table 2 
(Direct 

Table 1 
(Product 

NR 720.09 
RCLs

Sample Date 6/19/08 6/19/08 6/19/08 6/19/08 6/20/08 6/20/08 6/20/08 6/20/08 6/20/08 6/20/08 6/20/08 6/20/08 Contact) Indicator)
PID (HNU) 10 7 9 9 BDL BDL BDL BDL BDL BDL BDL BDL
Diesel Range Organics (DRO) (mg/kg) 49 33 22 54 9.5 16 75 130 46 26 27 51 100 NS NS
Gasoline Range Organics (GRO) (mg/kg) 23 <5.9 43 200 <6.0 <5.9 18 20 18 6.1 <5.5 <7.4 100 NS NS

NOTES:

PID: Photoionization Detector
ug/kg: Micrograms per kilogram; equivalent to parts per billion (ppb)
mg/kg: Milligrams per kilogram; equivalent to parts per million (ppm)
NR: Natural Resources Chapter of the Wisconsin Administrative Code (WAC)
BDL: Below Detection Limit
NS: No Established Standard
RCLs: Residual Contaminant Levels
--: Not Analyzed
Results indicated in red/underlined exceed WAC NR 720.09 RCLs based on groundwater protection
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Appendix D 



View of the removed 2,000-gallon gasoline USTs. 

View of the soil after the 2,000-gallon gasoline UST removal. 
 
 
PHOTOGRAPHS 
June 19, 2008 
 
2307-09 North 6th Street 
Milwaukee, Wisconsin 
Project No. 1E-0709012 



 

View of the Site, facing west. 

View of the 1,000-gallon waste oil USTs. 
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June 20, 2008 
 
2307-09 North 6th Street 
Milwaukee, Wisconsin 
Project No. 1E-0709012 
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